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A EQUIPMENT TYPE

GANGWAY FOLDING STAIRS ELEVATING CAGE ELEVATING PLATFORM

B MATERIAL 

CARBON STEEL + ALUMINIUM CARBON STEEL STAINLESS STEEL OTHER

C WIDTH (BASETHREAD)

610 MM 800 MM 915 MM 1220 MM 1525 MM 1830 MM OTHER MM

ADDRESS :

PROJECT LOCATION:

REFERENCE DOC / SPEC:

PROJECT :

 Document No  

 W30‐2‐F‐019          SAFETY ACCESS REQUIREMENT
 Rev. 1

CLIENT :

CONTACT PERSON :

E MAIL ID :

CONTACT NO :

RFQ/ORDER. NO :

ACCESS  EQUIPMENT

610 MM 800 MM 915 MM 1220 MM 1525 MM 1830 MM OTHER _______ MM

D TYPE OF MOUNT

SIDE MOUNTING TOP MOUNTING TRACKING mm (LENGTH)

E BALANCING 

TENSION SPRING COMPRESSION SPRING HYDRAULIC

PNEUMATIC (STD 5 BAR, 0.010 m^3/s)    AVAILABLE PNEUMATIC PRESSURE/FLOW

SWING GATES TOE GUARD STEP ESCAPE DOOR

A CAGE TYPE

1 STANDARD SIZE  1220 (D) X 1830 (W) X 800 (H) 2440 (D) X 2440 (W) X 800 (H)

2 CUSTOMIZE  SIZE         (D)  X            (W)  X          (H)

B MATERIAL

ALUMINIUM CARBON STEEL STAINLESS STEEL OTHER

C FINISH

STANDARD GALVANIZED PAINTED

OPTIONS

W30‐2‐F019‐
FORMS

SAFETY CAGE
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DIMENSIONS (IN mm)

DIMENSIONS (IN mm)

TYPE OF CONTAINER ISO NON‐ISO

FOR TRUCK

FOR RAIL CAR

‐ MAX MIN

D

MIN‐ MAX

C

B

A

‐‐‐

PLATFORM CONFIGURATION

A

B

DIMENSIONAL INFORMATION

C

D ‐‐‐

 COMMENTS (if any)

PLATFORM CONFIGURATION

THICKNESS (t)

WIDTH (W)

HEIGHT (H)

SIZE

SIZE OF MOUNTING MEMBER OF A GANTRY (IN mm)

CASE ‐ 2CASE ‐ 1 CASE ‐ 6CASE ‐ 5CASE ‐ 4CASE ‐ 3
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